www kytola.ca Kﬂ.ﬂ—ﬂ—@_ﬂ_m_

INSTRUMENTS

KYTOLA® Model VDA and VDH
variable area flow meters are
designed for reliable measuring
and monitoring of liquid and gas
flows.

They come in a range of different
options and have aluminium or
AISI 316 end blocks and AISI 316
side plates.

FLOW METER

CRN Model VDA, VDH

FEATURES

Built-in flow adjustment valve and
quick change flow tube

CRN approved model
TYPICAL APPLICATIONS

Lubrication oil measurement

Sealing and cooling water

e For liquid or gas
measurement

> Sl Censiee Flush water applications

e Impact resistant flow tube Gas flow measurements
e Alarm-ready Batching and mixing of gases
e Scales for alternative liquids OPTIONS
and gases Low and high flow alarm
Viton or EPDM seals
ISO 9001 ISO 14001 PES flow tube

Hand knob in valve




VD TECHNICAL DATA

Model VDA VDH

End blocks Aluminium AlSI 316

Side plates AlISI 316 AlSI 316

Max. pressure 266 psi (18 bar) up to max. temperature 266 psi (18 bar) up to max. temperature
Max. temperature 175°F (80°C), *248°F (120°C) 175°F (80°C), *248°F (120°C)
Weight 1.7 lbs (0.75 kg) 4.4 |bs (2.0 kg)

Valve housing AlSI 316 AlISI 316

Valve spindle AlSI 316 AlSI 316

Flow tube Grilamid (PA-12) (*PES)

Connections NPT 1/2” or G 1/2”

Float AISI 329 or AISI 329/PTFE (depending on range)

Seals Nitrile (*Viton®, EPDM)

Accuracy +5% F.S. H,0, 70°F (20°C)

*Special construction on request
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PES flow tube, nitrile seals
PES flow tube, Viton® seals
Grilamid flow tube, Viton® seals
EPDM seals

Hand knob in valve
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Standard feature: leave blank
Special feature: choose character
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